Detecting how a cutout affects the critical buckling load in circular cylindrical shell is a serious issue for the design of the shells used in marine structures, aerospace and automobile applications. In this paper, buckling behavior of aluminum cylindrical shell with rectangular cutout, subjected to axial pressure was studied by means of finite element simulations. The effects of geometric parameters (R, t, a, b and L) on the first buckling mode capacity of the shell were studied. The effects of these factors and their interaction effects were investigated by combined numerical and statistical analysis. The results show that R/b, t and Rt/b were the main effective factors of critical buckling load. Based on the statistical analysis, a model for prediction of the critical buckling load was obtained with an accuracy equal to 95% (R 2 , R 2 (pred) and R 2 (adj)). This equation could be used to predict the critical buckling load of an isotropic circular shell with a rectangular cutout.
Introduction
Circular cylindrical shells are often used in engineering structures such as marine, aeronautical, pipeline, tank and automobile structures. Cutouts are geometrical imperfection in thin cylindrical shells which have an essential presence in parts due to access to internal parts of the components. These structures with cutouts are sometimes employed under the axial compressive loads. Consequently, the buckling issue in cylindrical shells with cutout has attracted much interest of many researchers. They have studied the structural behavior of engineering structures with various cutouts. Tennyson (1968) studied the effects of unreinforced circular cutouts on the buckling behavior of circular cylindrical shells subjected to axial compression. The membrane stress distribution and isoclinic patterns were characterized around the edge of the cutout. Early studies were based on the elastic theory (Arbocz & Ho, 1991; Farahani & Sattarifar, 2011; Jullien & Limam, 1998; Starnes, 1972) . Then experimental investigation showed that the buckling capacity of thin cylindrical shells in classical theory often much more than obtained empirical test results. The classical theory can be used to predict the value of critical stress in circular cylindrical shells. It can be followed as Eq. (1). 
36 where E is the Young's modulus, υ is the Poisson's ratio, t is the shell thickness, R is the radius of the shell and cr is maximum critical stress. Eq. (1) estimate the critical stress in thin cylindrical shell having L/R≤5 without the cutout (Ugural, 1999) . This value gives an upper bound to experimental results. Moreover, when R/t<50 shell may yield or collapse before the load reaches the estimated elastic buckling value (Chryssanthopoulos et al. 2000; Farahani et al., 2012) . Bushnell (2012) reported both analytical and numerical studies and also conducted experimental investigations. It was reported that both analytical results and experimental results are extensively deviating. It was also reported that this deviation is due to the necessary differences called imperfections present in the real structure. There were many numerical and analytical researches that investigated the strength of the cylinders with certain imperfection shapes. Sonat et al. (2015) investigated the buckling of cylindrical metal shells. They proposed the agents of non-uniformity which leads to local shell buckling. Ifayefunmi (2016) studied buckling behavior for short cylindrs. Teng and Song (2001), Featherston (2003) , Kim and Kim (2002) , Farahani et al. (2013) , Tripathi et al. (2016) , and Khelil (2002) , in their works took the first Eigen mode shape obtained from linear buckling analysis as imperfection shape and studied the buckling behavior of thin shell structures. Similarly, Pircher et al. (2001) , Koiter (2001) , Khamlichi et al. (2004), and Schneider (2006) used axisymmetric imperfection pattern extended over the entire length of the cylindrical shell and studied the buckling behavior of the shell structure. FE method is a suitable approach for buckling analysis of structures under axial force and thermal condition (Khechai et al., 2014) .
The effects of cutouts on the buckling behavior in thin cylindrical shells have investigated by few researchers. Jullien and Limam (1998) studied the effect of cutouts on the buckling of thin cylindrical shells subject to axial pressure. Yeh et al. (1999) analytically and experimentally studied the bending and buckling of moderately thick-walled cylindrical shells with cutouts. Tafreshi (2002) also numerically studied the buckling and post-buckling response of composite cylindrical shells subjected to internal pressure and axial pressure loads using ABAQUS. He studied the effects of size and orientation of cutouts and found that an increase of internal pressure resulted in an increase in buckling load. From the standpoint of the cutout shapes, rectangular, circular and elliptical cutouts are the utmost shapes that have been considered in buckling analysis of cylindrical shells (Dimopoulos & Gantes, 2012; Zargar et al., 2016; Guo et al. 2014; Han et al. 2006; Sankar & Parameswaran, 2016; Vartdal et al. 2006a Vartdal et al. , 2006b . In all previous studies, there is no relation which could predict the critical buckling load of cylindrical shell including a cutout with acceptable accuracy. So achieving a formulation for prediction of buckling load of cylindrical shell with cutout is of great importance. Due to complications of the issue, none of the above mentioned researches have provided sufficient information to develop a parametric model for prediction of the critical buckling load. Furthermore, none of them have investigated the effect of the all geometric factors and their interaction effects on the buckling load. The aim of the present study is to investigate the effect of different geometric factors which have main effect on critical buckling load of the circular cylindrical shells with rectangular cutout. Thus, a combined model of numerical and statistical analysis is presented to estimate the critical buckling load of this structure accurately. The output model considered all main effective geometric factors of circular cylindrical shells with cutout.
Buckling analysis method
Buckling instability occurs in elastic and plastic modes which can be made as local, overall or take place as combination of local and overall buckling. There are two types of buckling analysis. The first one is Eigen buckling analysis, known as bifurcation analysis, which estimates bifurcation load using linear elastic model in stiff structures. This technique refers to unlimited growth of deformation modes. In this analysis imperfections and nonlinearities cannot be included (Zhou et al. 2011; Sattari-Far & Farahani M, 2009 
This solution is based on the small displacements induced from buckling load. Thus, it can be a good estimation of failure modes even the structural behaviors before failure have a nonlinear response. The second one is non-linear buckling analysis in which the load is applied from zero toward the maximum value, incrementally so that the structure becomes unstable. This technique can be used to model post buckling behavior of structures with snap through approach. In this method, NewtonRaphson iteration is considered for every load increment (Samuelson & Eggwertz, 2003) . Both of these methods need to consider the initial value of applied load on the circular cylindrical shell. At first, initial value of the applied load is considered smaller than of calculated critical loading value which is Eigenvalue method and once again, this initial value was assumed to be slightly bigger than the critical value which is non-linear buckling analysis method. The diagram of the initial Load Proportionality Factor (LPF) versus arc length is shown in Fig. 1 . This coefficient was inversely proportional to the initial load applied to the structure. The critical buckling load from two types of analysis was calculated by multiplying the initial load with the initial LPF which was about 3.78E6 KN in both of these methods. Moreover the considered material has liner elastic properties. Thus in the following, Eigen buckling analysis was used due to its lower computational cost. 
Geometry and properties
Overall geometry of circular cylindrical shells analyzed in this study is defined in Fig. 2 . The shell has a 1500 mm length (L), 1000 mm radius (R) and 3 mm thickness (t). The circular cylindrical shell has various rectangular cutouts of 150 mm × 150 mm to 400 mm × 400 mm. The distance between the center of the cutout to the end of the shell is indicated as H. Previous studies proved that the cutout positioned at the mid-length of the cylinder is more critical (Fereidoon, Shariati, Kolasangiani, & Akbarpour, 2013) . Thus, the effect of cutout position was neglected and the cutout was positioned in the mid-length of the cylinder. The numerical models were conducted by means of the finite element software package ABAQUS (Hibbit & Sorensen, 1995) . The Young's modulus and Poisson's ratio of the material were supposed to be 2E5 MPa and 0.3, respectively. Eight nodes shell elements (SR8) of ABAQUS was employed to model the circular cylindrical shell. This element is applicable for the geometrically linear and nonlinear analyses shell which prevents mesh locking. The thickness of shell elements are considered constant all over the cylinder. The generated mesh is also shown in Fig. 2 . Since there is stress concentration near the cutout, the effect of element size on the critical buckling load in circular shell is studied. The sizing of each element near the cut out is considered as a fraction of 'a' which is the rectangular cutout dimension. Different element sizes near the cutouts have been 
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Initial Load = 2e6 38 considered (a/10 ،a/20 and a/30). The effect of each refinement of the mesh on the critical buckling load is summarized in Table 1 . The results showed that the mesh size smaller than a/20 had no significant effect on the critical buckling load, so in the following a ratio equal to a/20 was employed in simulations. 
Load and Boundary condition
The axial compressive load was applied along the cylinder length at a reference point (RP) in a rigid surface on the top of the cylinder. This load is transferred uniformly to the top cylinder nodes as the RP and nodes on the top surface were coupled in axial direction.
There are two types of boundary conditions (BCs), simply support and clamped support, commonly encountered. In this section, the effect of BCs on critical buckling load is simulated for two different sizes of cutout. The results are summarized in Table 2 . As shown in Table 2 , the two BCs at the bottom end of the circular shell have no significant effect on the critical buckling load. As a result, simply support BC is considered in the following as it is more close to the real BCs of an actual circular cylindrical shell. 
Buckling analysis of the shell with rectangular cutout
The Finite element result for the circular cylindrical shell with a rectangular cutout is presented in this section. Fig. 3 shows the displacement behavior of shell in the first buckling mode in z-direction. Deformation shapes in the two studied shell with two different cutout dimensions are very similar. Different buckling mode shapes of the shell with various cutout sizes were also analyzed. Front view of selected various mode shapes are shown in Fig. 4 . As illustrated in this figure, similar local buckling shape occurs in initial modes in both of the cutout. Regarding two sizes of cutout, critical buckling load are analyzed for numerous modes of shell by means of Eigenvalue method. In a circular cylindrical shell with a cutout positioned at its mid-height, a variation in the size of the cutout can remarkably influence on its critical buckling load. As shown in Fig. 5 , a larger cutout leads to a lower buckling load. Thus, the cutout size of 400 mm × 400 mm has lower critical buckling load in all modes of loading. The results of buckling analysis may affected by other geometrical parameters, thus in the following, design of experiment technique was used for more detailed investigation of characterizing the effect of geometrical factors on the critical buckling load in circular cylindrical shell with rectangular cutout. 
Combined numerical and statistical method
The statistical analyses were used in this section in order to evaluate the effects of geometrical factors on the critical buckling load of the circular cylindrical shell with rectangular cutout. In another word, the result of this analysis was used to develop a model for predicting the buckling load magnitude which was a combining of numerical and statistical results. There are six geometric factors (R, t, a, b and L) as defined in Fig. 2 that may influence on the Eigenvalues. Among these parameters some have bigger effects on the critical buckling load, the others have smaller effects. As the cutout was considered at mid-length of the cylinder, so in this analysis the effect of H parameter on the Eigenvalues is neglected. When experiments involve a study of the effects of two or more factors, factorial designs are in general the most efficient for design of experiments (Chaloner & Verdinelli, 1995; Montgomery et al., 2012) . In experimental design, each factor is set between high and low levels. The considered low and high levels of these factors are listed in Table 3 . The levels should be defined wide as far as applicable to cover all desirable geometries. To show the effect of each factor on Eigenvalue by using full factorial technique, sixteen experiments were conducted considering two levels for each factor. The main effect of each factor on buckling load magnitude is depicted in Fig. 6 . It can be seen in the plot that R and t have a positive impact whereas a, b and L have a negative impact on the critical buckling load. It means that the long cylindrical shell with bigger cutout size have lower Eigenvalues. In order to evaluate the effectiveness of the geometric factors on eigenvalue, a first order analysis of variance was conducted. In these analyses, accuracy of the model calculated based on the R-square and P-value (Montgomery, 2017) . The P-value for R, t and b was very small, whereas this value for a and L was higher. It was found that both a and L factors have low effect on the critical buckling load, so, these two mentioned factors could be eliminated in modeling without significant changes in the accuracy. For more investigation, an analysis of variance was conducted with R, t and b parameters. The above results was confirmed by the obtained high accuracy about 96 percent (R 2 , R 2 (pred) and R 2 (adj)) of this analysis. In the following, the interaction between the mentioned three factors was studied (R/b, t/b and Rt/b). The result of variance analysis showed that when using the factors with t parameter, then R/b with t are the factors have the most influence on the Eigenvalue. The result is shown in Table 4 . The standardized effects of the employed factors are plotted in the Pareto Chart in Figure 7 . It can be seen that three effects are past the reference line: The effect of the shell thickness, the ratio of the radius to the cutout width and interaction effect between the two factors. Among three effects, the effect of the thickness of the shell has much more effect than the other two. i.e., has more significant effect on the Eigenvalue. The contour plot in Fig. 8 shows how R/b and t affect the Eigenvalue. The darker areas display higher Eigenvalues. The contour levels reveal that the maximum eigenvalue obtained for the highest R/b and t. The nonlinear relation between R/b and t was obvious in this contour. According to nonlinear relation between R/b and t, in order to develop a model with high accuracy, new tests were designed by means of general factorial Design. Four levels is considered for R/b and t as listed in Table 5 . The high and low level of the factors defined as Table 3 . The method of general factorial design is used to study the effect of new parameters of the shell on the critical buckling load. To see how the new factors (R/b and t) affect the Eigenvalue, the main effect plot are drown in Fig. 9 . The main effect plot shows that Eigenvalue can be reduced by increasing the shell thickness and the ratio of the radius to the cutout width. Also, it is clear that shell thickness has uniform effect on the critical Eigenvalue whereas R/b has not uniform effect. The equation for predicting the eigenvalue in circular cylindrical shell with rectangular cutout is presented in Eq. (3) . Fcr is the critical buckling load in a circular cylindrical shell with rectangular cutout. As Fcr is proportional to the shell stiffness, it can be rewritten as Eq. (4). This equation can be rewrite using critical buckling stress of circular cylindrical shell without a cutout ( ) which was presented in Eq. (1). This equation is presented as Eq. (5). This equation can be used to calculate the magnitude of critical buckling load of a cylindrical shell with rectangular cutout with an accuracy more than 94 percent (R 2 , R 2 (pred) and R 2 (adj)). In order to present the validity of the obtained model, the calculated eigenvalue using finite element and the predicted results using developed formulation were presented in Fig 10. As the slope of the linear regression between these two values was about one, so it could be concluded that the obtained equation could predict eigenvalue with high accuracy. 
Conclusion
A combined numerical and statistical analysis was used to examine the influence of geometric factors of cylindrical shells with rectangular cutout on its critical buckling load. At first, Effect of mesh size and BC were investigated on the critical buckling load separately. Obtained results showed that the mesh size smaller than a/20 had no significant effect on the critical buckling load and simply support BC was considered for finite element analysis. There was four factors (R, t, a, b and L) that influence on the critical buckling load. Finite element and statistical analyses were done on these parameters. The results of analysis show that both a and L factors have low effect on the critical buckling load while the other effects were high. Also the result demonstrated that R and t had a positive impact whereas b had a negative impact on the critical buckling load. Different combination of R, b and t were studied and 44 finally R/b and t specified as main effective factors of critical buckling load. New statistical analysis was conducted based on the new parameters (R/b and t) and their interaction effects were also considered. It was found that R/b, t and Rt/b could be used in final formulation for predicting the critical buckling load with high accuracy equal to 95 percent (R 2 , R 2 (pred) and R 2 (adj)). This formulation could be used for predicting the critical buckling load of isotropic cylindrical shell with a rectangular cutout.
